
T
-G

rid In
stalla

tion:

L
ayou

t, o
n pa

pe
r, the

 p
an

els as the
y w

ill b
e in

stalled.  M
ain tees

w
ill ru

n pe
rp

en
dicu

la
r to

 the
 d

ow
els or strip

s.  Install heavy duty

g
rid as p

er C
IS

C
A

 req
uire

m
e

nts.  M
a

in
 tee

s are to
 a

lign w
ith the

p
an

el d
ow

els/ba
cker strip

s.  S
tart th

e la
yo

ut w
ith the dow

el/strip

n
ea

re
st the

 p
an

el e
nd

.  A
llow

 for a
 1

" se
pa

ra
tion betw

een the ends

o
f th

e pa
ne

ls.  T
his w

ill a
llow

 for the
 u

se
 o

f stan
da

rd 1'-0" cross tee

b
etw

e
en

 the
 m

ains w
he

re
 p

an
el e

nd
s m

e
et.  S

ee
 d

etail A
.  M

ain

tees sh
ould b

e loca
ted

 no
 m

o
re tha

n 4
'-0

" o
n center.

P
an

el Insta
llation:

S
ta

rtin
g at o

ne
 w

all, con
ne

ct the
 g

rilles to th
e m

a
in

 tees.  F
ace the

fem
ale side

 o
f th

e pa
ne

l to
w

a
rd

s th
e w

a
ll.  T

yp
ically the panels are

insta
lled

 1
" off th

e fa
ce

 o
f th

e w
a

ll.  S
ee

 d
etail B

.  D
epending on

insta
llatio

n, u
se

 d
irect scre

w
ing

 o
r clip

s.  S
e

e de
ta

il B
 &

 C
.

C
on

tinu
e in

stalling
 the

 p
an

el a
lo

ng
 the

 sta
rtin

g w
a

ll until com
plete.

C
ut the

 last pa
ne

l in
 the

 run
 a

s re
qu

ired
, if necessary.  U

se a

sta
nd

ard sa
tin finish

 lacqu
er to se

al a
ll the

 cut panels.  R
epeat the

p
ro

ce
ss u

ntil a
ll p

an
els are in

stalle
d.  M

a
ke

 sure the follow
ing row

o
f pa

ne
ls e

ng
ag

e th
e m

a
le

 sid
e of the

 p
re

viou
s row

 of panels.  S
ee

d
etail D

.

C
lea

nup:

M
ake fina

l ad
ju

stm
e

nts as n
ecessa

ry.  C
le

an
 a

ll blades so they are

fre
e of d

ust, d
irt an

d oils.  W
ip

e w
ith

 lem
on

 o
il a

nd
 a

 lin
t free cloth,

p
olishing the

 blade
s to a

 de
ep sheen.
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